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§431.105

TEST PROCEDURES

§431.105 Materials incorporated by
reference.

(a) General. DOE incorporates by ref-
erence the following test procedures
into subpart G of part 431. The mate-
rials listed have been approved for in-
corporation by reference by the Direc-
tor of the Federal Register in accord-
ance with 5 TU.S.C. 552(a) and
1 CFR part 51. Any subsequent amend-
ment to the listed materials by the
standard-setting organization will not
affect the DOE regulations unless and
until such regulations are amended by
DOE. Materials are incorporated as
they exist on the date of the approval,
and a notice of any change in the mate-
rials will be published in the FEDERAL
REGISTER. All approved materials are
available for inspection at the National
Archives and Records Administration
(NARA). For information on the avail-
ability of this material at NARA, call
(202) 741-6030, or go to:  http/
www.archives.gov/federal register/
code of federal regulations/
ibr _locations.html. Also, this material
is available for inspection at U.S. De-
partment of Energy, Office of Energy
Efficiency and Renewable Energy,
Building Technologies Program, 6th
Floor, 950 I’Enfant Plaza, SW., Wash-
ington, DC 20024, (202) 586-2945, or go to:
http://wwwl.eere.energy.gov/buildings/
appliance standards The referenced
test procedure standards are listed
below by relevant standard-setting or-
ganization, along with information on
how to obtain copies from those
sources.

(b) ANSI. American National Stand-
ards Institute, 26 W. 43rd Street, 4th

10 CFR Ch. Il (1-1-14 Edition)

Floor, New York, NY 10036, (212) 642-
4900, or go to: Attp:/www.ansi.org.

(1) ANSI 721.10.3-1998 (““ANSI
721.10.3-1998"), ‘‘Gas Water Heaters, Vol-
ume III, Storage Water Heaters With
Input Ratings Above 75,000 Btu Per Hour,
Circulating and Instantaneous, 721.10.3—
1998, CSA 4.3-M98, and its Addenda,
ANSI Z21.10.32-2000, CSA 4.3a-MO00,”” ap-
proved by ANSI on October 18, 1999,
IBR approved for §431.106.

2) ANSI 721.10.3-2011 (‘“ANSI
721.10.3-2011"’), ““Gas Water Heaters, Vol-
ume III, Storage Water Heaters With
Input Ratings Above 75,000 Btu Per Hour,
Circulating and Instantaneous,” ap-
proved on March 7, 2011, IBR approved
for §431.106.

(3) [Reserved]

[77 FR 28996, May 16, 2012]

§431.106 Uniform test method for the
measurement of energy efficiency
of commercial water heaters and
hot water supply boilers (other
than commercial heat pump water
heaters).

(a) Scope. This section covers the test
procedures you must follow if, pursu-
ant to EPCA, you are measuring the
thermal efficiency or standby loss, or
both, of a storage or instantaneous
water heater or hot water supply boiler
(other than a commercial heat pump
water heater).

(b) Testing and Calculations. Deter-
mine the energy efficiency of each cov-
ered product by conducting the test
procedure(s), set forth in the two right-
most columns of the following table,
that apply to the energy efficiency
descriptor(s) for that product:
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